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Designed to work in food and pet food environments under wet conditions.  

Complete stainless steel execution (except from hydraulic unit).

scansteel foodtech®  

Pallet inverter PI 1500

Specifications of scansteel foodtech® Pallet inverter PI 1500

Max Pallet Dimensions Max Height Min Height Max Weight

1200 mm x 1200 mm 2400 mm 400 mm 1500 kg

Highlights
• Easy operation

• Hygienic design

• Full safety incl. safety  

fence and safety light curtain

• Designed for wet environments 

(stainless steel execution) 

http://www.scansteelfoodtech.com
https://www.linkedin.com/company/3341231/
https://www.youtube.com/channel/UCGjVvLTDXxfR52A50Ok6VjA
https://www.facebook.com/scansteelfoodtech
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scansteel foodtech® Pallet inverter PI 1500 shown in 

start / loading position. 

scansteel foodtech® Pallet inverter PI 1500 shown in 

horizontal running postion. 

Electrical panel, including touch panel and manual  buttons. 

The cabinet is certified stainless steel, AISI 304 execution. 

Inside view of electrical  

panel

Pallet inverter seen from 

behind without cover, 

hydraulic unit.

Pallet inverter seen from 

behind without cover, 

turning device. 

Click to watch video

Close up of safety light curtain

http://www.scansteelfoodtech.com
https://www.youtube.com/watch?v=rjWKyxQ3j8g

